
All-In-One POS 
POS HK570 Series
Key Features
Low-Profile, foldable base, die-cast aluminum housing for high reliable. 
With compact footprint and sleek design elements.
Carries the full suite of múltiple ports: USB2.0 & USB3.0, Serial, Cash 
Drawer and Network.
LAN Múltiple Height Adjustments and VESA Mount Capability.

Model Name HK570E

Processor
Chipset
System Memory
Panel
Touch Screen
HDD Type
SSD Type
l/O Ports

Power Supply
Optional Peripherals

EMC & Safety
Operating Environment
Storage Environment
Equipment Textures
Color
Tilt Adjustment
Dimension(WxDxH)
Weight
OS Supported

Intel Bay Trail Celeron Quad Core J1900 2.0GHz up to 2.4GHz
CPU Integrated
SODIMM DDR3L 1066/1333MHz up to 8GB
15" TFT LCD(LED back light) /resolution 1024x768
5 Wire Resistive Touch(Single Touch)/ PCAP touch optional
HDD SATA 2.5 inch (320GB Standard)
SATA 64GB/128GB SSD (capacity optional)
7*USB 2.0,1 *USB 3.0 (6*Rear 2* Front), 3*RJ48 COM port,(COM4 is optional power input for 
Customer Display) , 1*RJ-45(10/100/1000Mbps Gigabit LAN)LAN), 1*VGA, 1*DC 12V Power output, 
1* Audio, 1*RJ-11 24V for Cash Drawer
Adapter(DC 24V.2.5A)
3 tracks MSR(USB)/Encryption MSR/RFID(USB), 2x2W Infernal Speaker, 2x20 characters VFD,
10" LCD Second Display/15" LCD Second Display, Fingerprint Reader, 802.11 b/g/n Wlreless LAN 
Card
CCC/FCC , Class-B/CE , Class-B/RCM/RoHS
0°C ~ 40°CI20%-80% RH non-condenslng
-20° ~ 60tC/10%-90% RH non-condensing
Main Unit: Die-casting aluminum; l/O Cover: Plastic
Black
0° ~ 60° (vertical)
400X250X330mm
11 kg
Win7/Pos Ready7/Win8.1 industry pro/Windows 10 enterprlse edltion

BENEFITS OF OUR PRODUCTS

Disclaimer: This product specification is subject to change without prior notice.


