
HF 16 mm Laundry Tag

Chemical Resistance

Resistant to continuous exposure to salt water for 2 hours

Resistant to continuous exposure to motor oil for 2 hours

Additionally, abrasion resistant against HCL and IPA

Physical and Mechanical Specification

Product Name Laundry tag without hole

Ø 16 ± 0.2 mm

H092209 / H092158 / H092231

3.4 mm max

Product Code 

Diameter

Thickness

Weight 1 g

Polypropylene and Polycarbonate

100% reader tested

Any colour can be used

Encasement

Quality Assurance

Colour***

Electrical Specifications

Air Interface Protocol ISO / IEC 15693

13.56 MHz

ICODE SLIX-L SIC 5600

Operational Frequency

Chip**

Read Range* Up to 35 mm

IP66

Up to 5 Years in normal operating conditions

Ingress protection rating

Expected Lifetime

Mifare Ultralight

Button tags are robust and durable. These tags are 
designed to withstand conditions of pressure, heat, and 
chemical resistance as per requirements of the 
applications. 

These tags facilitate contactless tracking and 
inventory management.

HF 16 mm Button Tag

Product Code: H092209 / H092158 / H092231
16 mm

3 mm

1.5 ± 0.2 mm

Tag Dimensions

Certificates MARKINGS

IECEx TSA 21.0010X - RFID Tag Ex ia Ma

Ex ia IIC T6 Ga

Ex ia IIC T6 GaEx ia IIIC T135°C Da

-20°C to 70°C

*           Actual read range may vary depending upon the reader 	 

**         Other on request

***       Available as an option at extra cost

Additional Services

Pre-encoding On request


